when a memory card reaches end of life, which varies according to operational conditions.

Data loss or damage can also occur through mechanical shock, memory card detachment, or other operations.

Accessories (Optional)

Dimensions

- **SNP-6321H/6321**
  - Dimensions (WxH): 223.4 x 293.6mm (8.8” x 11.56”)
  - Dimensions (WxH): 152.0 x 218.0mm (5.98” x 8.58”)

- **SNP-6321**
  - Dimensions (WxH): 133.2 x 193.4mm (5.24” x 7.61”)

Key Features

- Max. 2M (1920 x 1080) resolution
- 26.9: Full HD (1080p) resolution support
- 4.44 ~ 142.6mm (32x) optical zoom, 16x digital zoom
- H.264, MPEG dual codec, Multiple streaming
- Day & Night (ICR), WDR (120dB), Intelligent video analytics
- H.264, MJPEG dual codec, Multiple streaming
- 16:9 Full HD (1080p) resolution support

Power Consumption

- **Input Voltage / Current**
  - eLeCTRiCAL
  - LESS THAN °C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH

Environmental

- **Operating Temperature / Humidity**
  - 24°C ± 5°C ~ +55°C (+59°F ~ +131°F)
  - Less than 90% RH

- **Storage Temperature / Humidity**
  - -10°C ~ +55°C (+14°F ~ +131°F)
  - Less than 90% RH

Web Viewer

- Supported Browsers: Microsoft Internet Explorer (Ver. 8 ~ 11), Mozilla Firefox (Ver. 9 ~ 10), Google Chrome (Ver. 15 ~ 25), Apple Safari (Ver. 6.0.2/Mac OS X 10.7, 10.8), 5.1)

Central Management Software

- SmartViewer: SMB

* Data recorded on an SD memory card may be lost or damaged by data access during power-off, mechanical shock, memory card detachment, or other operations. Data loss or damage can also occur when a memory card reaches end of life, which varies according to operational conditions.

No guarantee is given against damage (including passive damage).