2Megapixel Full HD 23x Network IR PTZ Dome Camera

Key Features
- Max. 2M (1920 x 1080) resolution
- 16 : 9 Full HD (1080p) resolution support
- 4.4 ~ 101.2mm (23x) IR corrected optical zoom, 12x digital zoom
- H.264, MJPEG dual codec, Multiple streaming
- Day & Night (ICR), WDR (100dB)
- 16 : 9 Full HD (1080p) resolution support
- Max. 2M (1920 x 1080) resolution

Dimensions

Accessories (Optional)

Specifications

NETCWORK
- Ethernet: RJ-45 (10/100BASE-T)
- IPv4, IPv6

Application

Security
- HTTPS(SSL) login authentication, Digest login authentication
- TCP/IP , UDP/IP , RTP(UDP), RTP(TCP), RTCP , RTSP , NTP , HTTP , HTTPS, SSL, DHCP , PPPoE, FTP

Audio
- Audio Communication: Bi-directional audio (2-way)
- Audio Compression Format: G.711 8KHz, G.726 : 16Kbps, 24Kbps, 32Kbps, 40Kbps
- Audio in: Multiple streaming (Up to 10 profiles)
- Audio output: Selectable Mic in / Lin in, Supply voltage: 2.5V DC (500mA), Impedance: approx. 2K Ohm

Environmental
- Operating Temperature / Humidity: -50°C ~ +55°C (-59°F ~ +131°F) / Less than 90% RH
- Storage Temperature / Humidity: -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH

Electrical
- Input Voltage / Current: 24V AC/DC, 60Hz / 70Hz

Mechanical
- Color / Material: Ivory / Aluminum
- Dimensions (WxHxD): 203 x 169 x 180mm (9.6 x 6.6 x 7.1"")
- Weight: 7kg (15.4 lbs)

* The latest product information / specification can be found at www.samsungsecurity.com

Webpage Language

Supported OS: Windows XP / VISTA / 7 / 8, MAC OS X 10.7

Supported Browser: Microsoft Internet Explorer (Ver.8 ~ 11), Mozilla Firefox (Ver. 9 ~ 19)

ONVIF profile S, SUNAPI (HTTP API), SVNP 1.2

Portuguese, Turkish, Polish, Czech, Rumanian, Serbian, Dutch, Croatian, Hungarian, Greek

Supported Browser: Mozilla Firefox (Ver. 9 ~ 19), Google Chrome (Ver. 15 ~ 25), Apple Safari (Ver. 6.0.2/Mac OS X 10.8, 10.7 only), 5.1.7
* Max. OS X only

Web Viewer

Application Programming Interface

ONVIF profile S, QNAP/iHTTP API, SNP-1.2

Webpage Language

English, French, German, Spanish, Italian, Chinese, Russian, Japanese, Swedish, Danish, Portuguese, Turkish, Polish, Czech, Hungarian, Korean, Dutch, Croatian, Hungarian, Greek

Supported OS: Windows XP / VISTA / 7 / 8, MAC OS X 10.7

Supported Browser: Microsoft Internet Explorer (Ver.8 ~ 11), Mozilla Firefox (Ver. 9 ~ 19), Google Chrome (Ver. 15 ~ 25), Apple Safari (Ver. 6.0.2/Mac OS X 10.8, 10.7 only), 5.1.7
* Max. OS X only

Central Management Software

SmartViewer, SSM

Environmental

Operating Temperature / Humidity: -50°C ~ +55°C (-59°F ~ +131°F) / Less than 90% RH
Storage Temperature / Humidity: -30°C ~ +60°C (-22°F ~ +140°F) / Less than 90% RH

Electrical

Input Voltage / Current: 24V AC/DC, 60Hz / 70Hz
Power Consumption: Max. 35W/90W (Heater off/on, IR on)

Mechanical

Color / Material: Ivory / Aluminum
Dimensions (WxHxD): 203 x 169 x 180mm (9.6 x 6.6 x 7.1"")
Weight: 7kg (15.4 lbs)